
LAB NOTES:
ESXI ROOT PWD = 

systemabc

Blade 9 ESXI-host - .195
Blade9-TEST - .196

Blade 10 ESXI-host - .197
Blade10-VR - .198

Blade 11 ESXi-host - .199
Blade11-VR - .200

Blade 12 ESXI-host .201
Blade12-VR-.202

JENKINS-BUILD-SRV
10.118.34.210

DEF ROUTE: 
10.118.34.193

DEF DNS:
10.118.32.193 *
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SWITCH)

BLADE 9 (ESXI)
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TEST VM
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BL9_OSTACK_NET
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VMNIC4         
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VMNIC4         
(P20-SWA)
NOT USED

BLADE 12 (ESXi)

FUEL
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VMNIC2         
(P23-SWA)
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BL12_ENV1_PRV_NET

BL12_OSTACK_NET
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VMNIC4         
(P24-SWA)

BLADE 13 (LIBVIRT)

FUEL
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VMNIC2         
(P25-SWA)
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BL13_ENV1_PRV_NET

BL13_OSTACK_NET
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VMNIC4         
(P26-SWA)

BLADE 14 (LIBVIRT)
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VMNIC2         
(P27-SWA)
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BL11_ENV1_PRV_NET

BL11_OSTACK_NET
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VMNIC4         
(P28-SWA)

BLADE 15 (LIBVIRT)

FUEL
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VMNIC2         
(P29-SWA)
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BL11_OSTACK_NET
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(P30-SWA)

EXTREME X450 SWA
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(P47-SWA)
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VMNIC0         
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VMNIC0         
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(P7-SWA)
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(P45-SWB)
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VMNIC0         
(P18-SWA)
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VMNIC3         
(P11-SWA)
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BLADE2- BAREM BLADE3- BAREM BLADE4- BAREM BLADE5- BAREM BLADE6- BAREM

VMNIC0         
(P45-SWB)

eth0

VMNIC3         
(P15-SWA)
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BLADE8- BAREM

VMNIC0         
(P45-SWB)
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eth2

BLADE7- (ESXi)

FUEL-BM NTP-DNS-BM
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EXTREME X450 SWB

DISABLED (HW FAULT)
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COMPUTECOMPUTECONTROL CONTROL

ILO DHA 
TESTING

Summary:
- Total Labs In Operation – 7
  - 3 ESXI (nested), 3 Libvirt (Nested), 1 Bare Metal (3 Compute/2 Control)
- Jenkins Build Server located on Blade 10- 
- OPNFVERICSSON.CA WEB/REPO server on Blade 16 (PUBLIC INTERNET  - no access via this infra)
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